Advanced Contact Technology

@ 4 mm-Polklemmen

PKA4-T...

Isolierte Polklemmen mit starrer @ 4 mm-Buchse und unverlierbarem
Isolierkopf, versehen mit @ 2,5 mm-Querbohrung fur die Schnellklem-
mung von Drahten. PK4-T und PK4-T/A: Messingdrehteile. Die Kontakt-
teile der PK4-TS sind aus thermospannungsarmem Kupfer-Tellur ge-
dreht. Als zugehorige thermospannungsarme Stecker empfehlen wir
die Typen SLS410-TS und SLS425-A/TS. Einbau mit Verdrehschutz in
Frontplatten bis max. 4 mm Starke. Anschluss: Gewindebolzen M4.

Typ Bestell-Nr. Bemessungsspannung/-strom
Type Order No. Rated voltage/current

PK4-T 23.0330-* 30 VAC ~60VDC/35A
PK4-T/A 23.0360-* 30 VAC ~60VDC/35A
PK4-TS 23.0350-* 30 VAC ~60VDC/35A

Technische Daten Technical data
Typ Type
Bemessungsstrom Rated current
Bemessungsspannung Rated voltage
Kontaktsystem Contact system

Bauform Design
Anschluss Connection
Kontaktmaterial Contact material

Buchse und Anschluss socket and connection

Isolationsmaterial Insulation material

Konformitaten Conformities
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PK4-T

35A

30 VAC ~ 60 VDC
9 4 mm
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9 4 mm Binding Posts

PKA4-T...

Insulated binding posts with @ 4 mm rigid socket and insulated head
undetachable. @ 2.5 mm cross hole for quick wire connection. PK4-
T and PK4-T/A: Machined brass. The contact parts of the PK4-TS are
turned from copper-tellurium alloy with low thermoelectric potential.
For low thermal e. m. f. plugs, we recommend types SLS410-TS and
SLS425-A/TS. For mounting, with anti-rotation lug, in front panels up
to 4 mm thick. Connection: Threaded bolt M4.

max 48.5, min 45.5

Montagebohrung
Panel drilling

*Farben
*Colours

Eo 24 B 29
Fo BB 2 B s

Z] [Z] [2]

PK4-T/A PK4-TS

Isolierte Polklemme, starre Buchse, unverlierbarer Isolierkopf

Insulated binding post, rigid socket, insulated head undetachable
Gewindebolzen M4 / @ 2,5 mm-Querbohrung fiir Schnellklemmung von Dridhten
Threaded bolt M4 / @ 2.5 mm cross hole for quick wire connection

Messingdrehteil, vernickelt

Messingdrehteil, vergoldet = Cu-Te-Drehteil, vergoldet

Machined brass, nickel-plated Machined brass, gold-plated Machined Cu-Te, gold-plated

PA
RoHS, Reach
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