Advanced Contact Technology

Stapelbare @ 4 mm-Stecker
SLS410-X SLS425-A/X

Stapelbare @ 4 mm-Stecker mit federnder Kon-
taktlamelle fiir die Selbstmontage von Messlei-

tungen. Lotanschluss.

Stackable @ 4 mm Plugs

SLS410-X

SLS425-A/X

Stackable @ 4 mm plugs with spring-loaded
Multilam for self-assembly of test leads.
Solder connection.
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sure. Raccord a souder.

Fiches @ 4 mm a reprise arriére

MA 110

Fiches a lamelles @ 4 mm a reprise arriére,
destinées a la confection de cordons de me-

Typ Best.-Nr. Bemessungsspannung / -strom Einzelteile: Kniipftiille / Stecker *Farben

Type Order No. Rated voltage / current Component parts: Insulator / Plug *Colours

Type N° de Cde Tension / intensité assignée Piéces détachées : Capuchon isolant / Fiche *Couleurs

SLS410-X 22.2630-* 30 Vg ~ 60 Vpc / max. 19 A KT410, 22.2140-* / LS410-X, 22.1202 @ o 24
29

SLS425-A/X 22.2634-* 30 Ve ~ 60 Vpc / max. 32 A KT425-A, 22.2160-* |/ LS410-X, 22.1202 @ 24 24
29

SLS410-TS SLS425-A/TS

Stapelbare @ 4 mm-Stecker mit federnder Kon-
taktlamelle fur die Selbstmontage von Messlei-
tungen. Die Kontaktteile sind aus thermo-
spannungsarmem Kupfer-Tellur gedreht. Als
zugehdorige thermospannungsarme Polklemme
empfehlen wir Typ PK4-TS. Létanschluss.
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SLS410-TS 1,0 mm’
PVC /TPE: @ 2,7 mm
SIL: @ 3,0 mm
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SLS425-A/TS

Solder connection.

Stackable @ 4 mm plugs with spring-loaded
Multilam for self-assembly of test leads. The
metal parts are made of copper-tellure (low
thermal e. m. f.). For low thermal e. m. f. bind-
ing posts, we recommend type PK4-TS.

KT410
KT425-A
2,5 mm’
PVC / TPE: @ 3,6 mm
SIL: @ 3,9 mm

MA 120

LS410-TS

Fiches a lamelles @ 4 mm a reprise arriere,
destinées a la confection de cordons de me-
sure. Piece de contact en cuivre tellure (a faible
tension thermoélectrique). La contre-piece que
nous recommandons est la borne polaire (en

cuivre tellure) PK4-TS. Raccord a souder.

Typ Best.-Nr. Bemessungsspannung / -strom Einzelteile: Knupftille / Stecker *Farben
Type Order No. Rated voltage / current Component parts: Insulator / Plug *Colours
Type N° de Cde Tension / intensité assignée Pieces détachées : Capuchon isolant / Fiche *Couleurs
SLS410-TS 22.2635-* 30 Vpac ~ 60 Vpe / max. 19 A KT410, 22.2140-* / LS410-TS, 22.1013
SLS425-AITS 22.2636-* 30 Vac ~ 60 Vpc / max. 32 A KT425-A, 22.2160-* / LS410-TS, 22.1013
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